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Videocassette Recorder

Model:

UVW-1800/1800P
Operating Instructions pagei(E)
Before operating the unit, please read this manual thoroughly
and retain it for future reference.

Mode d'emploi page-i(F)
Avant la mise en service de cet apparail, priere de lire
attentivement ce mode d'emloi que I'on conservera pour toute
reference ulterieure.

© 1993 by Sony Corporation

SONY



Owner's Record
The model and serial numbers are located at the rear.
Record the serial number in the space provided below.
Refer to these numbers whenever you call upon your
Sony dealer regarding this product

Model No. UVW-1800 Serial No. -

WARNING

To prevent fire or shock hazard, do not
expose the unit to rain or moisture.

RISK OF ELECTRIC SHOCK
DO NOT OPEN

CAUTION TO REDUCE THE RISK OF ELECTRIC SHOCK

DO NOT REMOVE COVER (OR BACK)

NO USER-SERVICEABLE PARTS INSIDE

REFER SERVICING TO QUALIFIED SERVICE PERSONNEL

This symbol is intended to alert the
user to the presence of uninsulated
"dangerous voltage" within the
product's enclosure that may be of
sufficient magnitude to constitute a
risk of electric shock to persons.

This symbol is intended to alert the
user to the presence of important
operating and maintenance
(servicing) instructions in the
literature accompanying the
appliance.

Caution
Television programs, films, video tapes and other
materials may be copyrighted Unauthorized
recording of such material may be contrary to the
provisions of the copyright laws

For the customers in USA

This equipment has been tested and found to comply
with the limits for a Class A digital device, pursuant to
Part 15 of the FCC Rules These limits are designed to
provide reasonable protection against harmful
interference when the equipment is operated in a
commercial environment This equipment generates,
uses, and can radiate radio frequency energy and, if not
installed and used in accordance with the instruction
manual, may cause harmful interference to radio
communications Operation of this equipment in a
residential area is likely to cause harmful interference in
which case the user will be required to correct the
interference at his own expense

You are cautioned that any changes or modifications not
expressly approved in this manual could void your
authority to operate this equipment.

The shielded interface cable recommended in this
manual must be used with this equipment in order to
comply with the limits for a digital device pursuant to
Subpart B of Part 15 of FCC Rules.

For the customers in Canada
This apparatus complies with the Class A limits for radio
noise emissions set out in Radio Interference
Regulations.

Pour les utilisateurs au Canada
Cet appareil est conforme aux normes Classe A pour
bruits radioelectnques, specifies dans Ie Reglement sur
Ie brouillage radioelectnque.

For the customers in the United Kingdom

WARNING
THIS APPARATUS MUST BE EARTHED

IMPORTANT
The wires in this mains lead are coloured in
accordance with the following code:

Green-and-yellow Earth
Blue Neutral
Brown: Live

As the colours of the wires in the mains lead of this
apparatus may not correspond with the coloured
markings identifying the terminals in your plug proceed
as follows
The wire which is coloured green-and-yellow must be
connected to the terminal in the plug which is marked
by the letter E or by the safety earth symbol ^ or
coloured green or green-and-yellow
The wire which is coloured blue must be connected to
the terminal which is marked with the letter N or
coloured black
The wire which is coloured brown must be connected
to the terminal which is marked with the letter L or
coloured red.
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Chapter 1
Overview________
This chapter overviews the features of the UVW-1800/1800P.

Features......................................................................... 1.2 (E)





Other features
Compact, power-saving design
The unit is light and simple, and very energy-efficient.

Menu-based set-up system
All the initial settings for system operation conditions and so forth are accessed
through a simple menu system, from the subsidiary control panel.

Remote control function
The unit can be operated from a remote control unit through the RS-422A serial
interface.

It is also possible to use the CONTROL S connector on the front panel to connect a
simple remote control unit (SIRCS type remote control unit such as an SVRM-100)
to carry out search operations.

Digital hours meter
The digital hours meter keeps cumulative totals of four values: the total hours
powered on, the drum rotation time, the tape running time, and the numbering of
threading/unthreading operations. These are displayed as superimposed text on the
video monitor.

Superimposed text output
The VIDEO 2 (SUPER) OUTPUT connector provides a monitor video output
which can have various information (time codes, tape speed, system settings, etc.)
superimposed on it. The superimpose function can be enabled or disabled as
required.

S-Video connectors
With VTRs or other peripheral equipment having S-Video connectors, these
connectors provide a high-grade interface for video signal transfer.

Self-diagnosis functions
If an operating fault occurs, the system attempts to diagnose the problem, and
produces an error code on the time counter display and superimposed video output.

Alarm indications
If an erroneous operation or connection is made, the system superimposes
information on the monitor screen giving nature of the error and actions to be
taken. The cause of the problem is also indicated in the time counter display.
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Chapter 2
Identification of Parts
and Controls______
This chapter lists the names of all the controls and other
components used in the operation of the unit

Front Panel ......................................................................2-2 (E)
Rear Panel .......................................................................2-5 (E)
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Tape transport section



Rear Panel

Video inputs

Video inputs
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Side control panel

Side control pane

Indicators

Indicators



Subsidiary control panel
The subsidiary control panel is behind a flap on the front panel. Open the flap as
shown in the figure.

Accessing the subsidiary control panel

Subsidiary control panel
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